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[PDF] Specification for IEEE1394 Media Adaptation Layer for MIDI Data .■. 
F;i8 Format: PDF/Adobe Acrobat 

(A CIP. conforming to AM824 subformat can also be an "empty" packet, .... include MIDI 
Conformant data, lEC 60958 audio data and Raw (1 6-24 bit) audio data, ... 

SIGNAL REPRODUCING APPARATUS AND SIGNAL REPRODUCING METHOD .■. 
The signal reproduction device can be applied to, for example, EC 60958-conformant 
format data among the formats conforming to the audio and music data ... 



AES E-Library: A 1394-Based Architecture for ProfesMona! Audig^ 

For example, AM824 quadlets containing IEC60958 conformant data will appear before ... 

Similarly, they should be able to extract audio from CIP packets, ... 

IEEE 1394 analyzer , IEEE1394 analyzers , IEEE 1394 protocol .■. 

This includes the transport of EC 60958 digital format, raw audio samples, and MIDI data. It 

includes Common Isochronous Packets (CIP) module that defines ... 




I EC in action i Just Published > No. 3 - 2008-02-14 

It describes the specifications for the IEEE 1394 packet, the CIP header for .... for non-linear 
PCM encoded audio bitstreams applying EC 60958 - ALL PARTS ... 

PL iMac G5 Developer Note 

PDF/Adobe Acrobat - View as HTML 

Optical digital output encoding conforms to EC 60958-3 with the computer or see the 

following Apple website: http://www.info.apple.com/usen/cip. ... 



Pin iMac G5 Developer Note 

^ ^'-T-iat: PDF/Adobe Acrobat - View as HTML 

Apple Inc. © 2000, 2007 Apple Inc. All rights reserved. No part of this publication may be. 
reproduced, stored in a retrieval system, or ... 



fPL^ AD9880 Anaog/HDMl Dual Display Interface Data Sheet (Rev, 0) 
^ ^ PDF/Adobe Acrobat - View as HTML 

However, many computer systems do not conform IEC60958 mode. The power-up 

default setting is 00. Table 65. I2S Output Select. I2S Output Mode ... 

[PDFi AD9380 Analog/HDMI Dual-Display Int^^^^^^^^^ 
' ^ . ^ PDF/Adobe Acrobat- Viewas HTML 
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However, many computer systems do not conform precisely to. the recommendations, and 

ww\^^ana!o£^cor:^aJploi1edF4es/Da^aJ3^■:8e:S^^^^^ Sirnnai pages 

Audio transmitting apparatus and audio receiving apparatus - US ... 

In this standard, a standard for transmitting audio data of IEC60958 format is specified. This 

A/M protocol makes use of CIP (common isochronous packet) ... 
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